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Introduction 

Congratulations and thank you for purchasing W Box 

Technologies 0E-HDMISW4X1. 

 

0E-HDMISW4X1 is a 4 by 1 4K2K@30Hz HDMI switcher with 

CEC control, a perfect solution for managing multiple sources. 

It provides four inputs for direct connection of HDMI devices, 

which gives you a high performance connection between four 

sources and a display without signal loss.  

 

To select your desired HDMI source for display, users can 

simply pressing key button on the switcher or use the remote 

control handset. The front panel indicators show the currently 

selected source. It supports CEC TV turn on/off control as well, 

the TV can be controlled via the remote control handset. 

Furthermore, it supports stereo audio output. 

 

Please follow the instructions in this manual to assure proper 

installation and to achieve the full performance and satisfaction 

you would expect from W Box Technologies. 
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Features 

 Easy to use, install in seconds 

 4K2K HDMI switcher 4x1 

 Supports EDID copy 

 Supports HDMI transmission distance up to 15 meters@4K 

 Supports IR remote handset and front panel button 
switching 

 Supports display CEC control 

 Supports stereo audio output 

Package Contents 

Before you start the installation of the matrix, please check the 

package contents. 

 1 x 0E-HDMISW4X1 Main Unit 

 1 x 12V 1A Power Supply 

 1 x IR Remote Control Handset 

 1 x Mounting Brackets (Pair) 
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Panel 

Front Panel 

1 2 3 4  

ID Name Description 

1 Input LED The selected input source LED will be on 

2 Select button 
Press this button to select the input 
source 

3 Power LED Indicates the power status of switcher 

4 
IR receive 
window 

Accepts the remote control signal 

 

Rear Panel 

1 2 3 4  

ID Name Description 

1 DC 12V DC 12V 1A power input 

2 
HDMI IN Port 1~4 

(From left to right) 

Connects to HDMI source with 
HDMI cable 

3 HDMI OUT Port 
Connects to HDMI display with 
HDMI cable 

4 Audio OUT Connects to audio system 
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IR Remote Handset 

The included Remote control handset supports turn on/off TV 

and select input source. 
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Installation Instructions 

1. Connect HDMI source devices to the HDMI input ports via 
HDMI cables. 

2. Connect an HDMI display to the HDMI out port via an HDMI 
cable.  

3. Connect an audio system to the audio out port via an audio 
cable. 

4. Power on all the devices. 

5. Use front panel or IR remote handset to control the 
switcher.  

 

Xbox STBApple TV

HDMI
In 1

HDMI
In 2

HDMI
In 3

HDMI
In 4

HDMI
Out

Blu-ray Player

Display

Audio System

Audio
Out

Audio/Video Input

Audio/Video Output

 



 

6 

Troubleshooting 

W Box Technologies products are designed to function 

trouble-free. Most problems that occur are due to simple issues. 

If you have trouble, please check the list of simple fixes below. 

SWITCHER TROUBLESHOOTING 

PROBLEM SOLUTION 

POWER LED OFF Check the switcher is powered on. 

 
Check the cables are qualified and 
connected properly. 

NO PICTURE 
Check that the switcher is 

powered on. 

 
Check wire connections at each 
device. 

 
Ensure that the source is turned 

on and connected properly. 

 

Verify that there is video from the 

source selected. Select another 

source if necessary. 

 

Check that the display is switched 
to a correct source input mode, for 
example switching to HDMI 1 if its 
HDMI 1 port is connected. 

NO SOUND 
Check that audio cable is 
connected properly. 

 
Check that audio is not muted. 

 
Verify that there is audio from the 
source selected. Select another 
source if necessary. 

 
For more solutions, see 
suggestions in "NO PICTURE". 
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Specification 

Video  

Input  4 x HDMI IN 

Output 1 x HDMI OUT 

Input/Output Signal Type HDMI: HDMI1.4 / HDCP1.4 

Input/Output Resolution 
Support 

720 x 480@30Hz/60Hz,  

720 x 576@30Hz/60Hz,  

1080 x 720@30Hz/60Hz,  

1920 x 1080@30Hz/60Hz, 

3840 x 2160@30Hz,  

4096 x 2160@24Hz 

Input Video Signal 0.5~1.0 Vp-p 

Maximum Pixel Clock 297MHz 

Input DDC Signal 5 volts p-p (TTL) 

Video Impedance  100 Ω 

Audio 

Input Embedded in HDMI 

Output 1 x Audio OUT (headphone jack) 

Output Signal Type Stereo 

Output Impedance 200 Ω in headphone jack 

Control 

Control Method 
IR Remote handset 

Front Panel Button 
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General 

Power Supply DC 12V 1A 

Power Consumption 5W (Maximum) 

Operating Temperature 
32°F to 113°F (0°C to 45°C)  

10% to 90%, non-condensing 

Storage Temperature 
-4°F to 158°F ( -20°C to 70°C)  

10% to 90%, non-condensing 

ESD Protection 

Human Body Model: 

±8kV (air -gap discharge)/ 

±4kV (contact discharge)  

Group Pulse Protection Voltage: ±1k V  

Dimension 
7.2'' × 3'' × 0.9'' 

(182mm × 77mm × 22mm) 

Weight 0.75lb (0.34kg) 

Certification CE, FCC, RoHS 

 


