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Precautions

Precautions

Fully understand thidocument before using this device, and strictly observe rules in
this document when using this device. If you install this device in public places,
provide the tip "You have entered the area of electronic surveillance" in an eye
catching place. Failure torrectly use electrical products may cause fire and severe
injuries. To prevent accidents, carefully read the following context:

Symbols
This document may contain the following symbols whose meanings are described
accordingly.
Symbol Description

It alerts you to fatal dangers which, if not avoided, may
DANGER | cause deaths or severe injuries.

It alerts you to moderate dangers which, if not avoided,
WARNING | May cause minor or moderate injuries.

c It alerts you to risks. Neglect of these risks may cause
CAUTION device damge, data loss, device performance

deterioration, or unpredictable results.

=" TIP It provides a tip that may help you resolve problems or
save time.
L] noTE It provides additional information.

I\ bancer

To prevent electric shocks or other dangers, keep power plugsdicyeam.

A WARNING

Strictly observe installation requirements when installing the deVice.
manufactureshall not be held responsible for device damage caused by users' non
conformance to these requirements.
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Strictly conform to local electrical safety standaehd use power adapters that are
marked with the LPS standard when installing and using this device. Otherwise,
this device may be damaged.

Use accessories delivered with this device. The voltage must meet input voltage
requirements for this device.

If this device is installed in places with unsteady voltage, ground this device to
discharge high energy such as electrical surges in order to ptegpoiver supply
from burning out.

When this device is in use, ensure that no water or any liquid flowshiatetvice.

If water or liquid unexpectedly flows into the device, immediately power off the
device and disconnect all cables (such as power cables and network cables) from
this device.

Do not focus strong light (such as lighted bulbs or sunlight) ordthiie.
Otherwise, the service life of the image sensor may be shortened.

If this device is installed in places where thunder and lightning frequently occur,
ground the device nearby to discharge high energy such as thunder strikes in order
to prevent devie damage.

A CAUTION

Avoid heavy loads, intensive shakes, and soaking to prevent damages during
transportation and storage. The warranty does not cover any device damage that is
caused during secondary packaging and transportation after the original packaging
is taken apart.

Protect this device from falown and intensive strikes, keep the device away from
magnetic field interference, and do not install the device in places with shaking
surfaces or under shocks.

Clean the device with a soft dry cloth. For stulsbdirt, dip the cloth into slight
neutral cleanser, gently wipe the dirt with the cloth, and then dry the device.

Do not jam the ventilation opening. Follow the installation instructions provided in
this document when installing the device.

Keep the devicaway from heat sources such as radiators, electric heaters, or other
heat equipment.

Keep the device away from moist, dusty, extremely hot or cold places, or places
with strong electric radiation.

If the device is installed outdoors, take insertd moisure-proof measures to
avoid circuit board corrosion that can affect monitoring.

Remove the power plug if the device is idle for a long time.

Before unpacking, check whether the fragile sticker is damaged. If the fragile
sticker is damaged, contact custerservices or sales personnihe manufacturer
shall not be held responsible for any artificial damage of the fragile sticker.
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Special Announcement

All complete products sold ke manufactureare delivered along with nameplates,
operation instructiongnd accessories after strict inspectibime manufactureshall
not be held responsible for counterfeit products.

This manual may contain misprints, technology information that is not accurate enough,
or product function and operation description thalightly inconsistent with the

actual productThe manufacturewill update this manual according to product function
enhancement or changes and regularly update the software and hardware described in
this manual. Update information will be added to nensions of this manual without

prior notice.

This manual is only for reference and does not ensure that the information is totally
consistent with the actual product. For consistency, see the actual product.
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1 Hardware Connection

Figure :1 shows the power antetworkcables.

Figure 11 Power andhetworkcables

Table 11 shows thedescriptionof thecable
Table 11 descriptiorof thecable

ID Core Description

1 Network access port Connects to a standard Ethernet cable

2 Power supply (DC 12V) Connects to a 12V{5%+10% ) direct curren
(DC) power supply.
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2 Eyeball Camera

2.1Dimensions
Figure 21 shows tle camera dimensiorsf OE-13D28and0E-21D28WDR

Figure 21 Dimensionf OE-13D28and0E-21D28WDR(unit: mm)

Figure 22 shows tle camera dimensiorsf OE-40D28WDR
Figure 22 Dimensionf OE-40D28WDR (unit: mm)

100

2.2 Device Installation

Step 1 Open a package, take out the camera, unscrew the ceomepaession ringand
disassembléhe camerathe camera componentssisown inFigure 23.
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Figure 23 Camea components

Network connector

Power connector

Camera mounting base

Dome shell

Lens

Dome shell fixed base

Compression ring

Step 2 Use the base as drill templateillcholes on the ceiling or wall, and reserve the cable
entries of the video/power cables.

Figure 24 andFigure 25 shows the dimensiaof thecaneramounting base.

Figure 24 Dimensiors of theOE-HDD1MP28andOE-HDD2MP28mounting base

48.5
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Figure 25 Dimensiors of theOE-HDDMO2812mounting base

Step 3 Nail swell plastic buttos in to drilled holes, and fix theamera mounting base the
ceiling (or wall) by use o$elftappng screvs.

Step 4 Install thecompression ringthe domeshell and the domshellfixed base on the
camera mounting base

Figure 26 shows camera installation.

Figure 26 Camerdnstallation

-+ ceiling
1

7

Wall

Step 5 Turnthe main body, adjust the lens directiond anotethe position othe domecover
window.
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L] noTE

Connect the BNC connector of the power or video cable to a video signal cable and
connect the other connector to a {galtage power cable. After installing the camera,
directly connect the video cable apaower cable.

Adjust the position of the camera triaxial rotation:rotating horizontally, rotating up
and down, and performing leasid rotaion, and adjust the camera direction and lens
alignment target

Figure 27 showsmonitoring direction adjustment.

Figure 27 Monitoring direction adjustment

Level 360° _

Triaxial rotating
adjustment

Step 6 Usesoft cloth to wipahelensfront glasswhich islikely to be soileddue toinstallation
for cleaning theameraandcomplete product installation and debugging

-End
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3 Bullet camer a

3.1Dimensions
Figure 31 shows thalimensionof 0E-40BF36WDR

Figure 31 dimension®f OE-40BF36WDR

219

(=]
oWy

25, 25

Figure 32 shows thedimensionof OE-13BF36and0E-21BF36WDR
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Figure 32 dimension®f OE-13BF36andOE-21BF36WDR

196.4

58.4

20.8,20.8,

3.2Device Installation

Step 1 Stick the Installation location sticker on the ceiling or wall, Drill three holes based on
the marks on the sticker. Drive the swell plastic buttotesthe holes, as shown in
Figure 33.

Figure 33 Dirilling holes

Step 2 Loosenthelocking screwwith L-Hex Wrench and rotate the camera, thachthe
camerao the surfaceas shown ifrigure 34.
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Figure 34 Installing camera

Step 3 Connect the Power and video caglade shown irrigure 35.

Figure 35 Connecting cable

Step 4 Loosen thdocking screwwith L-Hex Wrenchrotate the camert@ adjust the position
and image so that the camera faces the monitored area, then tightexkitigescrew,
as shown irFigure 36.

To rotate the part 1 of the camera for 3607 loosetation lock
To rotate the part 2 of the cameralféd; loosen screwl.
To rotate the part 3 of the camera for 3605 loosen s@ew
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Figure 36 Adjusting monitored area

Rotation
lock Screw1 Screw?2

Part1 Part2 Part3

——End
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4 Web Operation

4.1 Quick start

4.1.1Login and Logout

A CAUTION

You must usénternetExplorer7, and moreo access the web management system;
otherwise somefunctions may be unavailable.

Login

Step 1 Open Internet Explorer, enter the IP address of the IP camera (default value:
192.168.1.64in the address box, and pré&sser.

The login page is displayed, as showifrigure 41.

Figure 41 Login page

BOX

TECHNOLOGIES

English™

User Name| |

=

F’assword| |

Step 2  Enter the user name, and password.
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) NoTE

Thedefaultuser name is admin. The default password msiad
Change the password to ensure system security

You can change the system display language on the login page.

Step3  Click * .
The main page is displayed.
----End

Logout

=
To log out of the system, clici="" in the upper right corner of the main page. The
login page is displayed after you log out of the system.

4.1.2Changing the Password

Description

The change password page will be displayed as showigime 42, when you login
the system for the first time.

Figure 42 Change the default passwqae

Please change the default password

New Password| | (7]

Confirm | |

Or click ¥4 to change the password for login the system, as sh&igure 43.
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Figure 43 Change the passwopage

Change Password x

Old Password | |

New Password | |

Confirm | |

Password Advice:

| 1.Advice the password length of eight characters.

| 2 Advice the password includes numbers: capital letters
lowercase letters and special characters.

| 3.Advice the passwerd can not be the same as username.

0K Cancel

Step1l  Enter the old password, new password, and coafionpassword.
Step2  Click OK.

If the message "Change password suc¢desdisplayed, the password is successfully
changed. If the password fails to be changed, the cause is displayed. (For example, the
new password length couldrbe less than eight.)

Step3  Click OK.
The login page is displayed.

4.1.3Main Page Layout

On the main page/ou can view reatime videos, receive alarm and fault notifications,
set parameters, change the password, and log out of the siygjame. 44 shows the
main page layoufTable 41 describes thelements on the main page.
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Figure 44 Main page layout

Nete: ActreX 15 beng weed to play ve Wemo now

CSteamsvsany V| Gid prio WA o & B @ E = bW N

Table 41 Elements on the main page

No. | Element Description
1 Realtime video| Realtime videc areplayedin this area. You can also s
area sensomparameters.
2 Playback You can query the playback videos in thisaare
NOTE

Only when the SD card or NAS have videos that you
query the playback videos.

3 Device You can choose a menu teet device parameter
configuration including the device information, audio and vid
streams, alarm setting, apdvacy mask funtion.

4 Alarm icon
When the device generates an alarm, the alarm

is displayed. You can clickhe iconto view the alarm
information.

NOTE

When the device accepts an alarm sigtied, alarm icon will
display within 10s irthe web management system
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5 Fault icon When the device encounters an exception, the fault
is displayed.

You can clickthe iconto view the fault information.

6 Change password -
You can click = to change the password.

7 Sign Out »
You can click=" to return to the login page

~End

4.2 Browsing Real-Time Videos

You can browse redime videos in the web management system.

Preparation
You will be promptedwith amessag@downloal and instalthe newplugind as shown
in Figure 45 when you log in tahe web management system for the first time:

Figure 45 Download the plugns page

Step1l  Click idownloa and instalithe newplugind, download and setup the phirgs and
the install the plugin following the prompt.

Step2  Reopen the browsetfter installing

) NoTE

If the repairtips displayed when installing the control , please ignore the prompt, and
continue the installation.

IssueV1.0 (201805-11) 19









































































































































































































